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Figure 4-1.
Bedrock Potentiometric Surface, Calibration Simulation

Dam to Ditch Area, Canon City, Colorado
By: EPL   Checked: JC    File ID:fig2_2DDA_Model.srf    Date: 2/02/12

COTTER CORPORATION (N.S.L.)

Restricted Area
Boundary

Calibration Target Location

Potentiometric Contour
(ft amsl))

Sa
nd

 C
re

ek

Deweese Dye Ditch

Cedar Ave
Pi

ne
 S

t 

SCS Dam

Colorado Central State Plane, NAD83



5410

5412

54145416
541854205422

5424
5426

5428
5430

5434
5436

5438

5440

5442

3079400 3079900 3080400 3080900

1210400

1210900

1211400

1211900

1212400

1212900

Figure 4-2.
Alluvium Potentiometric Surface, Calibration Simulation

Dam to Ditch Area, Canon City, Colorado
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Figure 4-3.
Calibration Residuals

Dam to Ditch Area, Canon City, Colorado
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Figure 4-4.
Observed vs Simulated Heads

Dam to Ditch Area, Canon City, Colorado
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Figure 5-1.
Simulated Extraction Wells and Infiltration Galleries

Dam to Ditch Area, Canon City, Colorado
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Figure 5-2.
Bedrock Potentiometric Surface During Operation

Dam to Ditch Area, Canon City, Colorado
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Figure 5-3.
Alluvium Potentiometric Surface During Operation

Dam to Ditch Area, Canon City, Colorado
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Figure 5-4.
Capture Zone vs Uranium Distribution

Dam to Ditch Area, Canon City, Colorado
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Figure 5-5.
Capture Zone vs Molybdenum Distribution
Dam to Ditch Area, Canon City, Colorado
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