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be established at the contaminated area boundary to allow for personnel contamination surveys 
and PPE donning/doffing support upon exit.   

Site-specific PPE requirements at temporary job sites will be defined and documented in job 
hazard analyses or site safety and health plans.   

5.3 Respiratory Protection 
Respiratory protection requirements for radiological operations at the CHDT landfill are defined 
in the most current version of US Landfill Division PPE Hazard Assessment Summary and other 
procedures.  In addition, respiratory protection will be required when airborne contamination 
levels exceed 10-percent of the Derived Air Concentration (DAC) for radioactive materials, as 
listed in 10 CFR 20, Appendix B, Table 1, Column 3.  Appropriate air sampling will be 
performed at CHDT or temporary job sites to establish airborne contamination levels and 
potential worker exposures when new activities are performed or when determined by the CHDT 
RSO or designee.   

Respirator selection, fit testing, and usage will be consistent with the most current version of the 
Respiratory Protection Guidelines and other general Clean Harbors procedures.   

6.0 REFERENCES 
10 CFR 20. Standards for Protection Against Radiation. Current Version.  

Clean Harbors Environmental Services. Personal Protective Equipment Guidelines, Current 
Version.  

Clean Harbors Environmental Services. Respiratory Protection Guidelines, Current Version.  

Clean Harbors Environmental Services. US Landfill Division PPE Hazard Assessment Summary, 
Current Version. 




