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SECTION 5:  REGULATORY ANALYSIS 
 

1. Federal Regulations 
2. State Regulations



 
 
 
 
 
 
 

1. FEDERAL REGULATIONS 



1

2

X

X

X

X Organic Liquid 
Storage Vessels

40 CFR Part 60, Subpart 
Kb

Organic Liquid 
Storage Vessels

40 CFR Part 60, Subpart 
Kb

No                          
Kerosene Tank         
(True VP <15 kPa)

Standards of Performance for Volatile Organic Liquid Storage 
Vessels (Including Petroleum Liquid Storage Vessels) for 
Which Construction, Reconstruction, or Modification 
Commenced after July 23, 1984

Organic Liquid 
Storage Vessels

40 CFR Part 60, Subpart 
Kb

No                   
Gasoline Tank      (<75 

m3)

Standards of Performance for Volatile Organic Liquid Storage 
Vessels (Including Petroleum Liquid Storage Vessels) for 
Which Construction, Reconstruction, or Modification 
Commenced after July 23, 1984

The annual capacity factor at which the owner or operator 
anticipates operating the affected facility based on all fuels fired 

Organic Liquid 
Storage Vessels

40 CFR Part 60, Subpart 
Kb

No                    Diesel 
Tank (<75 m3)               

Standards of Performance for Volatile Organic Liquid Storage 
Vessels (Including Petroleum Liquid Storage Vessels) for 
Which Construction, Reconstruction, or Modification 
Commenced after July 23, 1984

Boilers 40 CFR, §60.48c(a)(3) Yes

The design heat input capacity of the affected facility and 
identification of fuels to be combusted in the affected facility.

Boilers 40 CFR, §60.48c(a)(1) Yes

Boilers 40 CFR, §60.48c(a) Yes The owner or operator of each affected facility shall submit 
notification of the date of construction or reconstruction and 
actual startup, as provided by §60.7 of this part.

Boilers

The owner or operator of each affected facility shall record and 
maintain records of the amount of each fuel combusted during 
each operating day.

All records required under this section shall be maintained by the 
owner or operator of the affected facility for a period of two years 
following the date of such record.

40 CFR, §60.48c(i) Yes

Boilers 40 CFR, §60.48c(g) Yes

Boilers 40 CFR, §60.48c Yes Reporting and recordkeeping requirements.

Boilers 40 CFR, §60.40c(a) Yes Applicability and delegation of authority:  Steam generating units 
for which construction, modification, or reconstruction is 
commenced after June 9, 1989.  Design heat input capacity 100 � 
MMBtu/hr � 10.

Boilers 40 CFR Part 60, Subpart 
Dc

Yes Standards of Performance for Small Industrial-Commercial-
Institutional Steam Generating Units

Affected Facilities 40 CFR, §60.15 Yes Reconstruction.

Affected Facilities 40 CFR, §60.14 Yes Modification.

Affected Facilities 40 CFR, §60.13 Yes Monitoring requirements.

Affected Facilities 40 CFR, §60.12 Yes Circumvention.

Affected Facilities 40 CFR, §60.11 Yes Compliance with standards and maintenance requirements.

Affected Facilities 40 CFR, §60.8 Yes Performance test requirement.

40 CFR, §60.7 YesAffected Facilities Notification and recordkeeping requirements.

Standards of Performance for New Stationary Sources.

Affected Facilities 40 CFR Part 60, Subpart 
A

Yes General Provisions.

Applicable 
Requirement

Affected Facilities 40 CFR Part 60 Yes

No                          Org 
Makeup Tank (<75 

m3)

Standards of Performance for Volatile Organic Liquid Storage 
Vessels (Including Petroleum Liquid Storage Vessels) for 
Which Construction, Reconstruction, or Modification 
Commenced after July 23, 1984

Description of Requirements or Compliance ActivityEFR Emissions Unit Federal Regulation
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Applicable 
Requirement Description of Requirements or Compliance ActivityEFR Emissions Unit Federal Regulation
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X

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR, §60.735(c)(2)

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR, §60.735(c)(3) Yes Each daily wet scrubber liquid flow rate recorded as described in 
§60.735(b) that is less than 80 percent or greater than 120 
percent of the average value recorded according to §60.736(c) 
during the most recent performance test that demonstrated 
compliance with the particulate matter standard.

Yellowcake Dryer

Yes Each owner or operator shall submit written reports semiannually 
of exceedances of control device operating parameters required 
to be monitored by §60.734 of this subpart. 

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR, §60.732(b) No - Process units are 
vented to a wet 

scrubber.

Exhibits greater than 10 percent opacity, unless the emissions 
are discharged from an affected facility using a wet scrubbing 
control device.

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR, §60.736(a) Yes In conducting the performance tests required in §60.8, the owner 
or operator shall use the test methods in appendix A of this part 
or other methods and procedures as specified in this section, 
except as provided in §60.8(b).

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR Part 60, Subpart 
UUU

Yes Standards of Performance for Calciners and Dryers in 
Mineral Industries.

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR, §60.732(a) Yes No emissions shall be discharged into the atmosphere from any 
affected facility that contains particulate matter in excess of 0.057 
g/dscm (0.025 gr/dscf) for dryers.

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR, §60.736(b)(1) Yes Method 5 shall be used to determine the particulate matter 
concentration. The sampling time and volume for each test run 
shall be at least 2 hours and 1.70 dscm.

40 CFR, §60.734(d) Yes

YesVanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR, §60.735(b)

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

The owner or operator of an affected facility subject to the 
provisions of this subpart who uses a wet scrubber to comply with 
the mass emission standard for any affected facility shall install, 
calibrate, maintain, and operate monitoring devices that 
continuously measure and record the pressure loss of the gas 
stream through the scrubber and the scrubbing liquid flow rate to 
the scrubber. The pressure loss monitoring device must be 
certified by the manufacturer to be accurate within 5 percent of 
water column gauge pressure at the level of operation. The liquid 
flow rate monitoring device must be certified by the manufacturer 
to be accurate within 5 percent of design scrubbing liquid flow 
rate.

Each owner or operator who uses a wet scrubber to comply with 
§60.732 shall determine and record once each day, from the 
recordings of the monitoring devices in §60.734(d), an arithmetic 
average over a 2-hour period of both the change in pressure of 
the gas stream across the scrubber and the flowrate of the 
scrubbing liquid.

Standards of Performance for Calciners and Dryers in 
Mineral Industries.

No-Exempt                             
Zero Emissions

Yes During the initial performance test of a wet scrubber, the owner or 
operator shall use the monitoring devices of §60.734(d) to 
determine the average change in pressure of the gas stream 
across the scrubber and the average flowrate of the scrubber 
liquid during each of the particulate matter runs. The arithmetic 
averages of the three runs shall be used as the baseline average 
values for the purposes of §60.735(c).

Yes Records of the measurements required in §60.734 of this subpart 
shall be retained for at least 2 years.

Yes Any daily 2-hour average of the wet scrubber pressure drop 
determined as described in §60.735(b) that is less than 90 
percent of the average value recorded according to §60.736(c) 
during the most recent performance test that demonstrated 
compliance with the particulate matter standard.

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR, §60.736(c) 

40 CFR Part 60, Subpart 
UUU

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR, §60.735(a)

Vanadium Dryer, 
Rotary Kiln,        
Fusion Furnace

40 CFR, §60.735(c) 
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Applicable 
Requirement Description of Requirements or Compliance ActivityEFR Emissions Unit Federal Regulation

4

Fire Pump Engine           
&                    
Emergency Gen

40 CFR, §60.4211(a) Yes If you are an owner or operator and must comply with the 
emission standards specified in this subpart, you must operate 
and maintain the stationary CI internal combustion engine and 
control device according to the manufacturer's written instructions 
or procedures developed by the owner or operator that are 
approved by the engine manufacturer. In addition, owners and 
operators may only change those settings that are permitted by 
the manufacturer. You must also meet the requirements of 40 
CFR parts 89, 94 and/or 1068, as they apply to you.

Fire Pump Engine           
&                    
Emergency Gen

40 CFR, §60.4209(a) Yes  If you are an owner or operator of an emergency stationary CI 
internal combustion engine, you must install a non-resettable 
hour meter prior to startup of the engine.

Fire Pump Engine           
&                    
Emergency Gen

40 CFR, §60.4208 Yes - Specific subpart 
may apply depending 

on the installation date.

Deadline for importing or installing stationary CI ICE produced in 
the previous model year

Yes

Fire Pump Engine 

Emergency Gen

Fire Pump Engine 

Fire Pump Engine           
&                    
Emergency Gen

Fire Pump Engine           
&                    
Emergency Gen

Beginning October 1, 2010, owners and operators of stationary CI 
ICE subject to this subpart with a displacement of less than 30 
liters per cylinder that use diesel fuel must use diesel fuel that 
meets the requirements of 40 CFR 80.510(b) for nonroad diesel 
fuel.

Fire Pump Engine           
&                    
Emergency Gen

40 CFR, 
§60.4200(a)(2)(i)

40 CFR, §60.4200(a)

40 CFR, §60.4205(b)

40 CFR, §60.4205(c)

40 CFR, §60.4206

40 CFR, §60.4207(b)

Emergency Gen Yes

Fire Pump Engine           
&                    
Emergency Gen

40 CFR Part 60, Subpart 
IIII

Yes The provisions of this subpart are applicable to manufacturers, 
owners, and operators of stationary compression ignition (CI) 
internal combustion engines (ICE) 

Yes Standards of Performance for Stationary Compression 
Ignition Internal Combustion Engines

Owners and operators of stationary CI ICE that commence 
construction after July 11, 2005 where the stationary CI ICE & are 
manufactured after April 1, 2006 and are not fire pump engines.
Owners and operators of stationary CI ICE that commence 
construction after July 11, 2005 where the stationary CI ICE & are 
manufactured as a certified National Fire Protection Association 
(NFPA) fire pump engine after July 1, 2006.
Owners and operators of 2007 model year and later emergency 
stationary CI ICE with a displacement of less than 30 liters per 
cylinder that are not fire pump engines must comply with the 
emission standards for new nonroad CI engines in §60.4202, for 
all pollutants, for the same model year and maximum engine 
power for their 2007 model year and later emergency stationary 
CI ICE.
Owners and operators of fire pump engines with a displacement 
of less than 30 liters per cylinder must comply with the emission 
standards in table 4 to this subpart, for all pollutants.

Owners and operators of stationary CI ICE must operate and 
maintain stationary CI ICE that achieve the emission standards 
as required in §§60.4204 and 60.4205 according to the 
manufacturer's written instructions or procedures developed by 
the owner or operator that are approved by the engine 
manufacturer, over the entire life of the engine.

Yes

Yes

Yes

Yes

40 CFR, §60.4200(a)
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Applicable 
Requirement Description of Requirements or Compliance ActivityEFR Emissions Unit Federal Regulation

Fire Pump Engine           
&                    
Emergency Gen

41 CFR, §60.4214 (b) Yes If the stationary CI internal combustion engine is an emergency 
stationary internal combustion engine, the owner or operator is not 
required to submit an initial notification. Starting with the model 
years in table 5 to this subpart, if the emergency engine does not 
meet the standards applicable to non-emergency engines in the 
applicable model year, the owner or operator must keep records of 
the operation of the engine in emergency and non-emergency 
service that are recorded through the non-resettable hour meter. 
The owner must record the time of operation of the engine and the 
reason the engine was in operation during that time.

Owners and operators of stationary CI ICE with a displacement of 
less than 30 liters per cylinder who conduct performance tests 
pursuant to this subpart must do so according to paragraphs (a) 
through (d) of this section.

Fire Pump Engine           
&                    
Emergency Gen

40 CFR, §60.4212(a)-(d) Yes

Emergency stationary ICE may be operated for the purpose of 
maintenance checks and readiness testing, provided that the tests 
are recommended by Federal, State, or local government, the 
manufacturer, the vendor, or the insurance company associated 
with the engine. Maintenance checks and readiness testing of such 
units is limited to 100 hours per year. There is no time limit on the 
use of emergency stationary ICE in emergency situations. Anyone 
may petition the Administrator for approval of additional hours to be 
used for maintenance checks and readiness testing, but a petition 
is not required if the owner or operator maintains records indicating 
that Federal, State, or local standards require maintenance and 
testing of emergency ICE beyond 100 hours per year. For owners 
and operators of emergency engines meeting standards under 
§60.4205 but not §60.4204, any operation other than emergency 
operation, and maintenance and testing as permitted in this section, 
is prohibited.

Fire Pump Engine           
&                    
Emergency Gen

40 CFR, §60.4211(e) Yes

If you are an owner or operator of a 2007 model year and later 
stationary CI internal combustion engine and must comply with the 
emission standards specified in §60.4204(b) or §60.4205(b), or if 
you are an owner or operator of a CI fire pump engine that is 
manufactured during or after the model year that applies to your fire 
pump engine power rating in table 3 to this subpart and must 
comply with the emission standards specified in §60.4205(c), you 
must comply by purchasing an engine certified to the emission 
standards in §60.4204(b), or §60.4205(b) or (c), as applicable, for 
the same model year and maximum (or in the case of fire pumps, 
NFPA nameplate) engine power. The engine must be installed and 
configured according to the manufacturer's specifications.

Fire Pump Engine           
&                    
Emergency Gen

40 CFR, §60.4211(c) Yes
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Applicable 
Requirement Description of Requirements or Compliance ActivityEFR Emissions Unit Federal Regulation

5

X

Fire Pump Engine           
&                    
Emergency Gen

40 CFR, §63.6585 You are subject to this subpart if you own or operate a stationary 
RICE at a major or area source of HAP emissions, except if the 
stationary RICE is being tested at a stationary RICE test 
cell/stand.

Fire Pump Engine           
&                    
Emergency Gen

Fire Pump Engine           
&                    
Emergency Gen

40 CFR Part 63, Subpart 
ZZZZ

40 CFR, §63.6585(a)

National Emissions Standards for Hazardous Air Pollutants 
for Stationary Reciprocating Internal Combustion Engines

A stationary RICE is any internal combustion engine which uses 
reciprocating motion to convert heat energy into mechanical work 
and which is not mobile. Stationary RICE differ from mobile RICE 
in that a stationary RICE is not a non-road engine as defined at 
40 CFR 1068.30, and is not used to propel a motor vehicle or a 
vehicle used solely for competition.

Fire Pump Engine           
&                    
Emergency Gen

Fire Pump Engine           
&                    
Emergency Gen

Fire Pump Engine           
&                    
Emergency Gen

Fire Pump Engine           
&                    
Emergency Gen

40 CFR, §63.6585(c)

Yes

Yes

Yes

Yes

An area source of HAP emissions is a source that is not a major 
source.

If you are an owner or operator of an area source subject to this 
subpart, your status as an entity subject to a standard or other 
requirements under this subpart does not subject you to the 
obligation to obtain a permit under 40 CFR part 70 or 71, provided 
you are not required to obtain a permit under 40 CFR 70.3(a) or 
40 CFR 71.3(a) for a reason other than your status as an area 
source under this subpart. Notwithstanding the previous 
sentence, you must continue to comply with the provisions of this 
subpart as applicable.

This subpart applies to each affected source.  Affected source. 
An affected source is any existing, new, or reconstructed 
stationary RICE located at a major or area source of HAP 
emissions, excluding stationary RICE being tested at a stationary 
RICE test cell/stand.

Fire Pump Engine           
&                    
Emergency Gen

Yes

Yes

Yes

Yes

40 CFR, §63.6585(d)

40 CFR, §63.6590(a)

Boilers

40 CFR, 
§63.6590(a)(2)(iii)

40 CFR, §63.6590(c) 

40 CFR Part 63, Subpart 
DDDDD

No                    
Subpart vacated by 

court action

New stationary RICE.   A stationary RICE located at an area 
source of HAP emissions is new if you commenced construction 
of the stationary RICE on or after June 12, 2006.
Stationary RICE subject to Regulations under 40 CFR Part 60. An 
affected source that is a new or reconstructed stationary RICE 
located at an area source must meet the requirements of this part 
by meeting the requirements of 40 CFR part 60 subpart IIII, for 
compression ignition engines or 40 CFR part 60 subpart JJJJ, for 
spark ignition engines. No further requirements apply for such 
engines under this part.

National Emission Standards for Hazardous Air Pollutants for 
Industrial, Commercial, and Institutional Boilers and Process 
Heaters
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Applicable 
Requirement Description of Requirements or Compliance ActivityEFR Emissions Unit Federal Regulation

6

Affected Facilities 40 CFR, §61.16 Yes  Availability of information.

Affected Facilities 40 CFR, §61.17 Yes State authority.

Affected Facilities 40 CFR, §61.18 Yes Incorporations by reference.

Affected Facilities 40 CFR, §61.19 Yes Circumvention.

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

Affected Facilities

40 CFR Part 61, Subpart 
A

40 CFR, §61.01(a)

40 CFR, §61.01(c)

40 CFR, §61.01(d)

40 CFR, §61.05

40 CFR, §61.06

40 CFR, §61.07

40 CFR, §61.08

40 CFR, §61.09

40 CFR, §61.10

40 CFR, §61.11

40 CFR, §61.12

40 CFR, §61.13

40 CFR, §61.14

40 CFR, §61.15

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

General Provisions.

The following list presents the substances that, pursuant to 
section 112 of the Act, have been designated as hazardous air 
pollutants. TheFederal Registercitations and dates refer to the 
publication in which the listing decision was originally published: 
Radionuclides (44 FR 76738; Dec. 27, 1979)
This part applies to the owner or operator of any stationary source 
for which a standard is prescribed under this part.

In addition to complying with the provisions of this part, the owner 
or operator of a stationary source subject to a standard in this 
part may be required to obtain an operating permit issued to 
stationary sources by an authorized State air pollution control 
agency or by the Administrator of the U.S. Environmental 
Protection Agency (EPA) pursuant to title V of the Clean Air Act 
(Act) as amended November 15, 1990 (42 U.S.C. 7661). 

Prohibited activities.

Determination of construction or modification.

Application for approval of construction or modification.

Approval of construction or modification.

Notification of startup.

Monitoring requirements.

Modification.

Source reporting and waiver request.

Waiver of compliance.

Compliance with standards and maintenance requirements.

Emission tests and waiver of emission tests.
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Applicable 
Requirement Description of Requirements or Compliance ActivityEFR Emissions Unit Federal Regulation

7

Uranium Mill Tailings 40 CFR, §61.254(a)(4) Yes Each report shall also include the following information: Each 
report shall be signed and dated by a corporate officer in charge 
of the facility and contain the following declaration immediately 
above the signature line: “I certify under penalty of law that I have 
personally examined and am familiar with the information 
submitted herein and based on my inquiry of those individuals 
immediately responsible for obtaining the information, I believe 
that the submitted information is true, accurate and complete. I 
am aware that there are significant penalties for submitting false 
information including the possibility of fine and imprisonment. 
See, 18 U.S.C. 1001.”

Uranium Mill Tailings 40 CFR, §61.254(a)(3) Yes Each report shall also include the following information: The 
results of the testing conducted, including the results of each 
measurement.

Uranium Mill Tailings 40 CFR, §61.254(a)(2) Yes Each report shall also include the following information: The name 
of the person responsible for the operation of the facility and the 
name of the person preparing the report (if different).

Uranium Mill Tailings 40 CFR, §61.254(a)(1) Yes Each report shall also include the following information: The name 
and location of the mill.

Uranium Mill Tailings 40 CFR, §61.254(a) Yes The owners or operators of operating existing mill impoundments 
shall report the results of the compliance calculations required in 
§61.253 and the input parameters used in making the calculation 
for each calendar year shall be sent to EPA by March 31 of the 
following year.

Uranium Mill Tailings 40 CFR, §61.253 Yes Compliance with the emission standard in this subpart shall be 
determined annually through the use of Method 115 of appendix 
B. When measurements are to be made over a one year period, 
EPA shall be provided with a schedule of the measurement 
frequency to be used. The schedule may be submitted to EPA 
prior to or after the first measurement period. EPA shall be 
notified 30 days prior to any emissions test so that EPA may, at 
its option, observe the test.

Uranium Mill Tailings 40 CFR, §61.252(c) Yes All mill owners or operators shall comply with the provisions of 40 
CFR 192.32(a) in the operation of tailings piles, the exemption for 
existing piles in 40 CFR 192.32(a) notwithstanding.

Uranium Mill Tailings 41 CFR, §61.252(b)(2) Yes After December 15, 1989, no new tailings impoundment can be 
built unless it is designed, constructed and operated to meet one 
of the two following work practices: Continuous disposal of tailings 
such that tailings are dewatered and immediately disposed with 
no more than 10 acres uncovered at any time and operated in 
accordance with §192.32(a) as determined by the Nuclear 
Regulatory Commission.

Uranium Mill Tailings 40 CFR, §61.252(b)(1) Yes After December 15, 1989, no new tailings impoundment can be 
built unless it is designed, constructed and operated to meet one 
of the two following work practices: Phased disposal in lined 
tailings impoundments that are no more than 40 acres in area 
and meet the requirements of 40 CFR 192.32(a) as determined 
by the Nuclear Regulatory Commission. The owner or operator 
shall have no more than two impoundments, including existing 
impoundments, in operation at any one time.

Uranium Mill Tailings 41 CFR, §61.252(a) Yes Radon-222 emissions to the ambient air from an existing uranium 
mill tailings pile shall not exceed 20 pCi/(m2 -sec) (1.9 pCi/(ft2 -
sec)) of radon-222.

Uranium Mill Tailings 40 CFR, §61.250 Yes The provisions of this subpart apply to owners or operators of 
facilities licensed to manage uranium byproduct materials during 
and following the processing of uranium ores, commonly referred 
to as uranium mills and their associated tailings. This subpart 
does not apply to the disposal of tailings.

Uranium Mill Tailings 40 CFR Part 61, Subpart 
W

Yes National Emission Standards for Radon Emissions from 
Operating Mill Tailings

83088.6.2-ALB09RP001
Copyright 2009 Kleinfelder 7 of 8 July 21, 2009



Applicable 
Requirement Description of Requirements or Compliance ActivityEFR Emissions Unit Federal Regulation

Uranium Mill Tailings 40 CFR, §61.256 Yes All facilities designated under this subpart are exempt from the 
reporting requirements of 40 CFR 61.10.

Uranium Mill Tailings 40 CFR, §61.255 Yes The owner or operator of the mill must maintain records 
documenting the source of input parameters including the results 
of all measurements upon which they are based, the calculations 
and/or analytical methods used to derive values for input 
parameters, and the procedure used to determine compliance. In 
addition, the documentation should be sufficient to allow an 
independent auditor to verify the accuracy of the determination 
made concerning the facility's compliance with the standard. 
These records must be kept at the mill for at least five years and 
upon request be made available for inspection by the 
Administrator, or his authorized representative.

Uranium Mill Tailings 40 CFR, §61.254(b)(2) Yes In addition to all the information required in paragraph (a) of this 
section, monthly reports shall also include the following 
information: If the facility is under a judicial or administrative 
enforcement decree, the report will describe the facilities 
performance under the terms of the decree.

Uranium Mill Tailings 40 CFR, §61.254(b)(1) Yes In addition to all the information required in paragraph (a) of this 
section, monthly reports shall also include the following 
information: All controls or other changes in operation of the 
facility that will be or are being installed to bring the facility into 
compliance.

Uranium Mill Tailings 40 CFR, §61.254(b) Yes If the facility is not in compliance with the emission limits of 
§61.252 in the calendar year covered by the report, then the 
facility must commence reporting to the Administrator on a 
monthly basis the information listed in paragraph (a) of this 
section, for the preceding month. These reports will start the 
month immediately following the submittal of the annual report for 
the year in noncompliance and will be due 30 days following the 
end of each month. This increased level of reporting will continue 
until the Administrator has determined that the monthly reports 
are no longer necessary. 
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2.  STATE REGULATIONS 
 



Regulation 1.III.C Yes Manufacturing Processes

Regulation 1.II.A.6.c Yes Fugitive particulate emissions: As used in this Regulation No. 1, 
“fugitive particulate emissions” mean fugitive emissions of 
particulate matter that are the direct or proximate result of man's 
activities, (e.g., Materials left by man exposed to the wind or later 
acted upon by another force as the wind or automobile traffic, or 
particulate matter being thrown into the atmosphere by the 
operation of a bulldozer.)

Regulation 1.II.A.6.b Yes Fugitive dust: As used in this Regulation No. 1, “fugitive dust” 
means airborne particulate matter, which is not a direct or 
proximate result of man's activities.

Regulation 1.II.A.6.a Yes Emissions from fireplaces, fireplace inserts and stoves, provided 
such devices are burning only clean dry wood or wood products 
and are used for noncommercial or recreational purposes.

Regulation 1.III.B No Incinerators
Regulation 1.III.A Yes Fuel Burning Equipment
Regulation 1.III

SULFUR DIOXIDE EMISSION REGULATIONS

Regulation 1.III.D Yes Fugitive Particulate Emissions
Regulation 1.IV No CONTINUOUS EMISSION MONITORING REQUIREMENTS FOR 

NEW OR EXISTING SOURCES

Regulation 1.VII No EMISSION REGULATIONS FOR CERTAIN ELECTRIC 
GENERATING STATIONS OWNED AND OPERATED BY THE 
PUBLIC SERVICE COMPANY OF COLORADO

Yes Particulate Matter

Regulation 1.V No EMISSION STANDARDS FOR EXISTING IRON AND STEEL 
PLANT OPERATIONS

Regulation 1.VI Yes

Regulation 1.II.B No Diesel Powered Locomotives

Regulation 1.II.D No Smoke and Obscurants for Military Training Exercises
Regulation 1.II.C No Open Burning

Regulation 1.II.A.6 Yes Exemptions: The requirements of Section II.A.1 and 2 of this 
regulation shall not apply to the following sources or types of 
emissions:

Regulation 1.II.A.5 No Smokeless Flare or Flares for the Combustion of Waste Gases

Regulation 1.II.A.4 No Fire Building, Cleaning of Fire Boxes, Soot Blowing, Start-up, 
Process Modification or Adjustment of Control Equipment

Regulation 1.II.A.2 No Intermittent Sources
Pilot Plants and Experimental OperationsRegulation 1.II.A.3 No

Regulation 1.II.A.1 Yes Stationary Sources: Except as provided in paragraphs 2 through 6 
below, no owner or operator of a source should allow or cause the 
emission into the atmosphere of any air pollutant that is in excess 
of 20% opacity. This standard is based on 24 consecutive opacity 
readings taken at 15-second intervals for six minutes. The 
approved reference test method for visible emissions 
measurement is EPA Method 9 (40 CFR, Part 60, Appendix A 
(July, 1992)) in all subsections of Section II. A and B of this 
regulation.

Regulation 1.II Yes SMOKE & OPACITY

APPLICABILITY: REFERENCED FEDERAL REGULATIONS

EMISSION CONTROL FOR PARTICULATE MATTER, SMOKE, 
CARBON MONOXIDE, AND SULFUR OXIDES

Description of Requirements or Standards
Citation Under 

CDPHE
Applicable 

Requirement
Regulation 1 Yes

Regulation 1.I Yes
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Description of Requirements or Standards
Citation Under 

CDPHE
Applicable 

Requirement

Reg 7 VI.B.1 Yes Storage of Petroleum Liquid - Exemptions

Reg 7 V.A Yes No person shall dispose of volatile organic compounds by 
evaporation or spillage unless RACT is utilized.

Reg 7 I.A.1.c Yes The provisions of Section V, VI.B.1 and 2, VII.C., and XVII apply 
statewide. The Provisions of Section XVII, XVIII and any other 
section marked by (State Only) are not federally enforceable

Regulation 7 Yes CONTROL OF OZONE VIA OZONE PRECURSORS
(EMISSIONS OF VOLATILE ORGANIC COMPOUNDS AND 
NITROGEN OXIDES)

Reg 6 Part B.IX -- STATEMENTS OF BASIS, SPECFIC STATUTORY AUTHORITY, 
AND PURPOSE (For Part B)

Reg 6 Part B.VIII No STANDARDS OF PERFORMANCE FOR COAL-FIRED 
ELECTRIC STEAM GENERATING UNITS

Reg 6 Part B.VII No STANDARDS OF PERFORMANCE FOR INCINERATORS

Reg 6 Part B.VI No STANDARDS OF PERFORMANCE FOR MUNICIPAL WASTE 
COMBUSTORS

Reg 6 Part B.V No STANDARDS OF PERFORMANCE FOR BIOMEDICAL WASTE 
INCINERATORS

BEST AVAILABLE RETROFIT TECHNOLOGY (BART)

Reg 6 Part B.IV No STANDARDS OF PERFORMANCE FOR NEW SOURCES OF 
SULFUR DIOXIDE

Reg 6 Part B.III Yes STANDARDS OF PERFORMANCE FOR NEW 
MANUFACTURING PROCESSES

Reg 6 Part B Yes Non-Federal NSPS for Specific Facilities and Sources

Reg 3 Part G -- STATEMENTS OF BASIS, SPECIFIC STATUTORY AUTHORITY 
AND PURPOSE

Regulation 6 Yes STANDARDS OF PERFORMANCE FOR NEW STATIONARY 
SOURCES

No - Not a 
Major Source

CONCERNING MAJOR STATIONARY SOURCE NEW SOURCE 
REVIEW AND PREVENTION OF SIGNIFICANT 
DETERIORATION

Reg 6 Part A Yes Federal Register Regulations Adopted by Reference

Reg 3 Part E -- Reserved for Environmental Management Systems
Reg 3 Part F No - Not a 

BART Eligible 
Source

Reg 3 Part C No - Not a 
Major Source

CONCERNING OPERATING PERMITS

Reg 6 Part B.II Yes STANDARDS OF PERFORMANCE FOR NEW FUEL-BURNING 
EQUIPMENT

Reg 6 Part B.I Yes GENERAL PROVISIONS

Reg 3 Part D

Reg 3 Part B Yes CONCERNING CONSTRUCTION PERMITS

Reg 3 Part A Yes CONCERNING GENERAL PROVISIONS APPLICABLE TO 
REPORTING AND PERMITTING

Regulation 3 Yes STATIONARY SOURCE PERMITTING AND AIR POLLUTANT 
EMISSION NOTICE REQUIREMENTS

Regulation 1.X Yes STATEMENTS OF BASIS AND PURPOSE

Regulation 1.IX No EMISSION REGULATIONS CONCERNING AREAS WHICH ARE 
NONATTAINMENT OR ATTAINMENT/MAINTENANCE FOR 
CARBON MONOXIDE – REFINERY FLUID BED CATALYTIC 
CRACKING UNITS:

Regulation 1.VIII Yes RESTRICTIONS ON THE USE OF OIL AS A BACKUP FUEL
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Description of Requirements or Standards
Citation Under 

CDPHE
Applicable 

Requirement

Reg 8 Part E Yes Federal Maximum Achievable Control Technology (MACT)

Reg 8 Part A Yes Federal NESHAPs

Reg 8 Part D No - No 
requested 

compliance 
extension

Compliance Extensions for Early Reductions of Hazardous Air 
Pollutants

Reg 8 Part C.I No - Not a 
stationary 

source of lead

Colorado State Standards for Hazardous Pollutants - Lead

Regulation 8 Yes Asbestos Control

Reg 8 Part B No - No 
Asbestos 

Emissions, 
Manufacturing, 
or Abatement

Asbestos Control

Reg 7 XVII No - No NG 
Fired RICE

Statewide Controls for Oil and Gas Operations and Natural Gas-
Fired Reciprocating Internal Combustion Engines

Reg 7 VII.C No - No Crude 
Oil Storage

Crude Oil - Storage

Reg 7 VI.B.2 No - Tanks are 
less than 

40,000 gal

Storage of petroleum liquid in tanks greater than 151,412 liters 
(40,000 gallons)
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